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Ecolabs Yeti is a robust tap water foamer with one injector, 
designed for heavy duty cleaning in the food and beverage 
industry.

Built in Corona Technology air system is a completely new 
construction that sets standards within the cleaning indu-

stry. Thanks to this system, the air is injected into the water 
stream over a bigger surface and a higher speed. The result 
is a better mix of air, compound and water that generates 
approx. 20% more foam.

Available accessory kit, will enable easy and efficient opera-

tion of the unit.

Applications
• Food & Beverage market
 - Floors, walls, ceilings
 - Food contact surfaces
 - Food contact equipment

        

Benefits
• Robust, built to last
• Easy and intuitive operation
• Visible and longtime clinging foam
• Cost efficient
• Low maintenance costs
• Easy service

YETI
Satellite
Robust foamer designed for rough environments

Features
• Small, functional and hygienic design
• Stainless steel block with one injector
• Corono technology air system
• Wall mounted
• Available customized accessory kit
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Standard models
Model Article no. EBS no

YETI TW 110003329 10022560

YETI HP 110003330 10022561

YETI PD 110003331 10022562

Accessory kit 110003306 10033410

Need more info?
Visit NILFISKFOOD.COM for more details including video tutorials and more.

YETI Satellite
Robust foamer designed for rough environments 
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Troubleshooting Web Video 

Technical specifications
Water TW HP PD

Connection type inlet ISO 228/1-G 1/2 ISO 228/1-G 1/2 ISO 228/1-G 1/2
Connection type outlet ISO 228/1-G 1/2 ISO 228/1-G 1/2 ISO 228/1-G 1/2
Recommended inlet pipe 
dimension (min)

3/4” (1/2”) 3/4” (1/2”) 3/4” (1/2”)

Water consumption - foaming 8,6 l/min@3 bar 7,8 l/min@40 bar 5,6 l/min@7 bar

Min. inlet pressure 3 bar 30 bar 6 bar

Max. inlet pressure 7 bar/101.52 psi 80 bar/1160.30 25 bar/362.59
Max. water temperature 70°C / 158°F 70°C/158°F 70°C/158°F
Compressed air supply
Connection type inlet Ø6 mm push in Ø6 mm push in Ø6 mm push in
Min. pressure of air supply 2 bar 6 bar 4 bar

Max. pressure of air supply 10 bar/ 10 bar 10 bar

Required flow rate 100 Nl/min 200 Nl/min 200 Nl/min
General
Number of products 1 1 1 (pre-diluted)
Max. hose length 
(recommended)

15 m 15 m 15 m

Weight 3 kg / 6.6 lbs 3 kg / 6.6 lbs 3 kg / 6.6 lbs
Dimensions HxWxD in 
mm/inches

353x211x120
13.89x8.30x4.72

353x211x120
13.89x8.30x4.72

353x211x120


